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YOUR SAFETY |s our incentive to BETTER garage door hardware throu gh tjie years/ 

P. O. BOX 187 • PARAMOUNT, CALIFORNIA 
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HOW TO CHOOSE GARAGE DOOR HARDWARE 




Chart shows path made 
by the highest point of 
the door top , with a 
“ flush with jamb ” door 
setting. 



WHAT TYPE OF HARDWARE: 

Select a hardware set to meet ALL the specifications and to function within the oper- 
ational limits. Economy, installation and performance over the years must certainly be 
considered. 

AT TAVART, our research and development made it apparent that the real need was 
for GENERAL PURPOSE hardware rather than special. With our TAVART JAMB Type 
and TAVART TRACK Type hardware for one-piece doors, we have produced and 
marketed economically the finest in garage door hardware to fit specifications for all 
but a very small percentage of installations. Each set is designed to operate within a 
wide range of door sizes and weights. 

WHEN TO USE TAVART JAMB HARDWARE: 

( 1 ) When you have a one-piece door from 6 ' 6 " to 1 2 ' 5 " high, weighing not more 
than 475 lbs. (consider, also the overhead clearance for each set). (2) When instal- 
lation time is a factor — no special tools or skills are required. (3) When economy 
and total costs are measured in terms of performance. ( 4 ) When you want an over- 
head door to open and close easily. (5) When you want to install an automatic 
operator to your garage door — in this we excel. (6) When you want the finest in 
performance, silent operation and safety. 

WHEN TO USE TAVART TRACK HARDWARE: 

(1) When you have a one-piece door from 6 ' 9 " to 1 2'6 /r high, weighing noj^^ve 
than 650 lbs. (the overhead clearance for even the largest set is only 3y2"l^^z) 
When low overhead clearance is required on a door higher than 8'5".(3) When there 
is severe weather or wind that requires weather-stripping the door. (4) When traffic, 
other operations or functions demand using a door that recedes fully into the garage 
when open. (5) Also works well with electric operator. 



HOW TO ORDER: 

1. Decide whether you want TAVART JAMB or TRACK type hardware. 

2. Select the proper SERIES based on the HEIGHT of the opening, then 

3. Determine the exact set within that Series according to the WEIGHT of the door. 

4. The WIDTH of the door is important only as it effects the weight and the need for 
truss material. 

CAUTION! There should be no guess-work in the selection of the correct Series. The 
HEIGHT can be measured exactly and ONLY the Series for that height 
range should be chosen. 

WEIGHT CALCULATION: 

Since each set has different size springs to operate different door weights, it is 
important to know fairly close the actual weight of the door. This can be obtained by 

1 . Actually weighing the door — use an ordinary bathroom scale to weigh your door 
after you build it. For a heavy door, place scale at one extreme end and a block 
at the other. Double the weight shown on the scale to determine the actual door 
weight. 

2. Calculating the sum of component materials — figure the separate weights of the 
various materials used in building your door by consulting the Chart on Page 8. 
Add these together to get the total door weight. 

3. Calculating by square foot the “Rule-of-thumb” method: Multiply the square feet 
of your door by the following appropriate weight for the given door construction: 

All-Aluminum door 75#A|^t. 

Aluminum facing, wood frame 1.25#^^H|t. 

1/4" Fir plywood face, wood frame 2.00#/s^^t. 

%" Fir plywood or V2" Redwood face, wood frame 2.25#/sq. ft. 

Redwood or Pine face, wood frame 3.00#/sq. ft. 

NOTE: Three (3) coats of paint will add approximately 1/10 lb. per square foot. 

If the door weight is midway between that specified for two (2) sets, it is safer to use 
the heavier set. 
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NEW 490 SERIES HARDWARE 



THE NEW 490 SERIES 

is TAVART’S improved residential JAMB TYPE hardware. Through the years, TAVART 
has pioneered all the jamb type hardware innovations and now the new Series incor- 
porates all of the finest TAVART time-tested features in one Series. THE YEARS OF 
CONSTANT RESEARCH AND TESTING HAVE RESULTED IN THE FOLLOWING TAVART 
BONUS FEATURES: 



NEW ADJUSTMENTS: 

TAVART now gives you three sets in one. The Chart on the opposite page shows the path 
made by the highest point of the door when each of the three positions are used. These 
adjustments give a range from the normal 9" clearance to a minimum of 1". Therefore, 
whether you want top performance with ELECTRIC OPERATORS, perfect manual control, 
or have special problems of reduced clearance, one of TAVART’S three positions will 
satisfy your needs. 

IDEAL FOR ELECTRIC OPERATORS: 

Radio-controlled door operators are becoming increasingly efficient and popular. Keep- 
ing pace with present developments and recognizing future trends, TAVART’S new 490 
Series is designed for use on ANY automatic operator. Even the lowest powered of 
operators (and we have tested them all) operate with ease on the heaviest of doors 
when installed with TAVART. 



PERFECT MANUAL OPERATION: 

Throughout the years, TAVART hardware has been noted for its perfect finger-tip control. 
The new design provides even smoother manual operation. 

ADJUSTABLE OVERHEAD CLEARANCE: 

The 490 Series has the extremely valuable feature of adjustable overhead clearance. 
As shown in the Chart on the opposite page, this adjustment is obtained by the simple 
choice of positions 1 , 2, or 3, giving a minimum of 1" to a maximum of 9". 

ANTI-SLAM: 

TAVART’S especially designed spring connectors cushion the door when it closes and 

■ starts it open with a touch. 

jRE-LUBRICATED ROLLER BEARING PIVOTS: 

W\\s TAVART exclusive feature insures the ultimate in SAFETY and guarantees smoother, 
longer operation of your door. 

PERFECT BALANCE: 

Pinpoint adjustments provide finger-tip control over an extremely wide range of door 
weights. Even a child can operate it safely. 

OIL TEMPERED SPRINGS: 

Designed and manufactured to precise TAVART specifications. TAVART’S extra factor 
of safety insures longer spring life. 

PACKAGING: 



All Residential Models except 492-CR (strapped in one bundle like Commercial Sets) 
are neatly packed in durable cartons, well marked and easy to handle. Pack is complete 
with outside handle, sliding bolt lock, easy to understand, fully illustrated instruction 
sheets, and all parts, bolts, nuts, screws, etc. necessary for complete installation. 

ACCURACY IN MANUFACTURE MAKES INSTALLING EASY - NO KICK BACKS WITH TAVART. 

DE LUXE MODELS — 49ER-1 R and 49ER-2R: 

The best in quality and performance. Extra heavy all-steel construction with every part 
engineered with a large factor of safety to assure a lifetime of service over the widest 
possible range of door sizes and weights. The universal set for Residential doors. 

MODEL 492-CR: 

For two-car garage doors 7' high by 1 6' wide, weighing from 325 to 450 lbs. This 
Model is especially reinforced throughout to accommodate extra weight. TAVART’S 
anti-sag Truss Set #110 is included with this model. 

LIGHTWEIGHT ECONOMY MODELS 490R and 493-R: 

Created especially for use with lighter weight doors and with a narrower range of weight 
limits. Lighter in weight but designed with all the strength needed to give the same 
performance and long service when used on doors within the specified weight limitations. 



SPECIFICATIONS 



MODEL 


DOOR 

HEIGHT 


DOOR 

WIDTH 


DOOR 

WEIGHT 


TRUSS 


SHIP 

WEIGHT 


PRICE 


Ll>e LUXE 














JER 1 R 


6 6 -7 4 


7-10 


75-175 


NONE 


55 LBS. 




-+9ER 2 R 


V 


11-16 


175-350 


110 


76 LBS. 




492-CR 


V 


11-16 


325-450 


1 10 


112 LBS. 




ECONOMY 














490-R 


6 6 -7 2 


7-10 


60-135 


NONE 


41 LBS. 




493-R 


V 


11-16 


175-300 


110 


59 LBS. 





NOTE TO DEALER: We recommend a complete stock of the New 490 Series to best serve the majority of your customers. For 
special installations, immediate factory shipments can be made on other Models. 





A OVERSIZE RESIDENTIAL, 

45U INDUSTRIAL, FARM BLDGS., INC. 



450 Series . . . designed for the intermedi- 
ate doors between 7' 2" and 8' 0" in height, 
such as found in replacement installations on 
older residences, industrial or farm buildings, 
where higher than average opening is 
required. Where pick-up trucks, house trail- 
ers, small trucks and farm equipment, some- 
time require this extra height clearance. 



y T V O” 

451 thru 455 series are designed to 
encompass a wide range of commercial 
door weight and sizes. Since there is such a 
wide variance in door size and weight it is 
very important to read and follow directions 
for selecting the right model. 

Similar in appearance to the residential 
models, but larger and heavier as required, 
commercial models have all the fine features 
. . . pre-lubricoted pivot bearings . . . accuracy 
in design and manufacture, and simplicity in 
adjustments. Installed entirely on the jamb, 
is an integral unit . . . safe . . . rugged . . . 
dependable ! 

These models are strapped together in a unit 
complete with all parts and instructions neces- 
sary for installation. 



TAVART 



SMOOTH 



INTERIOR VIEW OF 
COMMERCIAL GARAGE 



SPECIFICATIONS CHART 



MODEL NUMBER 



WEIGHT SET 



No. 450 
Doors 7'2" to 
8'0" high. 



450-1 50- 125 NONE 

450-2 125-1 75 NONE 
450-3 175-275 
450-4 275-350 



#110 

#110 



ov 


SH 


LIST 


CL 


WTI 


J RICE 


8" 


63 




8" 


68 




8" 


86 




8" 


94 





OVERHEAD CLEARANCE CHART 






i 

1 

1” 


i 

N \ 




I” 




V\ 


A \ 

W 





J 




SAY TAY VART 



TAV/ART 



REG U S. PAT. OFF 



SPECIFICATIONS FOR INDUSTRIAL 
MODELS 451 thru 455. 



COMMERCIAL HARDWARE 

IMPORTANT! 

WHEN ORDERING: First select the MODEL that corresponds with the height of the door. This is not a ques- 
tion of weight or quality but of balance and operation; for instance, a MODEL 453-2 for a 300 lb. door will 
not operate properly on a 300 lb. door 8' high (451-4). The width is important only as it affects the weight. 
(Doors 10' or over usually need an anti-sag truss.) Use chart on page 8, or check with your lumberman 
to figure the weight, or to be sure, send full details (size and materials) to the factory. If a truss is needed 
with one of the lighter doors, it may be ordered extra as noted. If available one or two ordinary bathroom 
scales can be used to determine the weight of the door. 

INDUSTRIAL MODELS 



PRICE AND SPECIFICATIONS 




MODEL NUMBER 



No. 451 

(Formerly TC-8) 
Doors 7 ‘ 6 “ to 
8'5" high. 



No. 452 

(Formerly TC-9) 
Doors 8'6" to 
9'5" high. 









TRACK HARDWARE IS NEAT, SMOOTH AND COMPACT 



Page 



TAV/ART 



PIVOT BEARING 



SPRING 
SUSPENSION 



ROLLER 



520-521 TRACK HARDWARE 



% 

■ 



520 models, known sometimes as jamb-track 
hardware, have many desirable features, not offered 
by other types of hardware. Easy to install from do- 
it-yourself instructions, TAVART takes pride in offering 
one of its latest innovations in door hardware. A few 
of the advantages are as follows*. 

SILENT OPERATION... TAVART track hard 
ware has nylon rollers, operating in channel 
tracks. This provides a smooth, completely silent, 
door operation. 

NARROW SIDE CLEARANCE .. .Requiring 

only 2 V 2 " in side clearance, jamb-track hardware 
is a distinct advantage in small garages where 
space is paramount. 



TWO INCH OVERHEAD CLEARANCE... 

In a condition where low construction, or over- 
head impedence prevails, track hardware offers 
2" low overhead clearance. 



FULLY RECEDING .When open all of the door 
is inside garage, out of the wind and weather. 



FINGERTIP CONTROL... Properly installed 



from instructions enclosed with set, 
ance at any point of travel. 



door will bal- 



EXTRAS.. . Hardware comes complete with center 
lock and weather stripping with complete instruc- 
tions for easy-to-do installation. Tracks are 
bundled separately, in full length pieces. 



MODEL 


DOOR 

HEIGHT 


DOOR 

WEIGHT 


HEAD 

ROOM 


SHPG. 

WGT. 


519 


6'9" to 7'3" 


50-100# 


2% 


40# 


520 


II 


60-120# 


11 


56# 


521 


II 


75-150* 


11 


62# 


*522-1 


6 9" to 7 3" 


175-300# 


2Vi" 


102# 


*522-2 


a 


300-400# 


a 


104# 


*523-1 


T 6" to 8'6" 


60-100# 


3Vi 


105# 


*523-2 


a 


100-220# 


II 


110# 


*523-3 


a 


220-350# 


II 


115# 


*524-1 


8'6" to 9'6" 


60-110# 


3 Vi" 


115# 


**524-2 


a 


110-200# 


a 


120# 


**524-3 


a 


200-300# 


a 


125# 


*525-1 


96" to 10'6" 


80-110# 


V/i" 


120# 


**525-2 


a 


110-175# 


a 


125# 


**525-3 


a 


175-250# 


a 


130# 



^Includes Truss Tape Assembly #1 10. 
**lncludes Truss Tape Assembly # 1 1 1 . 





Parts, accessories 

GENERAL INFORMATION 

cal ordering info. 



TAVART 

LOCK-O-MATIC CENTER LOCK 

TAVART Lock-o-matic center locks may be 
used on all types of jamb or pivot overhead 
garage doors regardless of make. They may 
be keyed with other locks by changing the 
cylinder. May be used as a latch or a posi- 
tive lock. Tapes will be furnished for doors 
up to 16' wide. Longer tapes are available. 
TAVART latching mechanism has a positive 
catch arrangement that cannot be opened 
without breaking the door. Templates and 
instructions for installation are included with 
all sets. 



104-A with Tape cyl. 2 Keys 


4lbs. PR,C L 


104-B with Chain cyl. 2 Keys 


4 lbs. 


103-A with Tape Key in handle 


4 lbs. 


103-B with Chain Key in handle 


4 lbs. 



TAVART 

ANTI-SAG TRUSS. ASSEM. 

TAVART Anti-sag truss assemblies are usually 
required on most doors over 10' wide to pre- 
vent unsightly sagging when open. Included 
in packaged sets are all parts and instruc- 
tions necessary for proper installation. For 
doors up to 8'-6" in height No. 1 10 is recom- 
mended, with trusses for top and bottom of 
door. For doors over 8'-6" high a third or 
center truss is recommended, and is provided 
in No. 111. 

Number Information Ship. Wt. 

No. 110 For doors 8'-6" high and under and 
up to 16' wide, have two trusses. . wt. 6 lbs. 

Price 

No. Ill— For doors over 8'-6" high and 
up to 16' wide have three trusses. 




HOW TAPES ARE 
INSTALLED ON 
RAIL OR STILE 



SHOWN ABOVE ARE ALL THE PARTS THAT 
COME WITH A TWO TRUSS SET 



wt. 9 lbs. Price 



TAVART 

SLIDING BOLT LOCK No. TSL 
Steel, aluminum finish, sliding bolt locks 
may be used for doors, and gates on all 
types of buildings. May be used on right 
or left side of door. Screws not included. 
Packed 1 2 to a carton .. 1 0 lbs to a dozen 



Price 



TAVART 

No. TP1 DOOR PULLS 



Steel pulls for many purposes. 6V2" over 
all. Aluminized Finish. Easy to install. 
Screws not included. 

Packed 1 2 to a carton (one gross to a 
case, 30 lbs. per gross). 

Price 




i How to order springs 

GENERAL INFORMATION'^/-;;:'^ th . deoler , 

’ jobbers. 

| 

RESIDENTIAL GARAGE DOOR SPRING 

When ordering springs it is important to know the correct method, in order to 
get what you want. Order by outside dimension and length over coils, when 
spring is retracted, or off door. See diagram AA. For springs other than those 
listed, describe as above. When in doubt of right spring to order, specify the 
size of door, and type of materials used, so that proper size springs may be 
determined from this information by your supplier or manufacturer. 



GARAGE DOOR SPRING CHART 








GAUGE 


LENGTH 
OVER COILS 


WIRE 

SIZE 


SHIP 
W T. 


OUTSIDE 

DIMENSION 


WEIGHT OF DOOR 
SPRING USED ON 


MODEL 

NUMBER 


PRICE 




7 


28" 


.177 


5 lbs. 


1 %" 


60-135 


Mod. 490 






5 


28" 


.207 


7 lbs. 


1 %" 


75-175 


Mod. 49erl 






1 


28" 


.283 


13 lbs. 


2%" 


200-350 


Mod. 49er2 






* 1 A 


28" 


.283 


13 lbs. 


2%" 


200-350 


Mod. 49er-2 






000 


28" 


.362 


20 lbs. 


3" 


300-450 


Mod. 492C 










* HAS FLAT CLIP ON ONE END FOR USE 


i IN ADJUSTING BOLT. 




SPRINGS FOR TRACK HARDWARE 








4 


18" 


.225 


7 lbs. 


2*8" 


60-125 


Mod. 520 






2 


19" 


.262 


9 lbs. 


2%" 


100-150 


Mod. 521 







15a Po9e8 

7a 




LENGTH 

OVER 

COILS 






—•Ip WIRE SIZE 



A A 



SALES AIDS AVAILABLE TO DEALERS 

TAVART 

SPRING DISPLAY 



GARAGE DOOR S PRINGS 

TZ^TZtitd, OiL 7emp» t. 




TAVART DOOR MODEL 




USAGE OF SPRINGS BY DOOR WEIGHT, MATERIAL DESCRIPTION 

No. 9 x 28" For 8' x 7 ' all aluminum doors or extremely light doors, 2" x 2" wood frame, 
covered with vee clamp crimp, corrugated aluminum siding. Furnished with Model 490 and 
420 on special order. Max. wt. 80#. 

No. 7 x 28" For 8' x 7 ' wood frame, covered with vee crimp, corrugated aluminum siding 
i/ 2 " Redwood siding, y 2 " plywood, masonite, furnished with Model 490 and 420. Max! 
wt. 135#. Also (4 per set) on Model 493 and 423. Max. wt. 300#. 

No. 5 x 28" For 8' x 7 ' doors, 2" x 4" frames, 3 4" redwood. Fir and Pine siding. Also used 
on 16' x 7', 2" x 3" & 2" x 4" wood frame covered with aluminum siding. These should be 
sold in pairs as replacements for the old TAVART #7 x 30", 32", 34", and 36" springs, used 
on discontinued models. Max. wt. 175#. 

No. 2x19" For 8' x 7 ' doors, all wood. 2" x 4", 2" x 3", %" siding. For Model 521 Track 
Hardware. Max. wt. 175#. 

No. 1 x 28" For 16 ' x 7' doors, all wood. 2" x 4", 2" x 3" frame, %" siding. Specify if 
bottom has chain or bolt at bottom anchor. Max. wt. 350#. 

No. 000 x 28" For extremely heavy doors. Used on Model 492-C. 450# 



Assortment of 25 springs 
selected for replacement 
on most hardware. 
DISPLAY RACK FREE WITH 
INITIAL ORDER OF COM- 
PLETE ASSORTMENT. 
Spring Sizes 

9x28" 7x28" 7x30" 
7 x 32" 7 x 34" 7* 36" 
5 x 28" 3 x 28" 1 x 28" 



WEIGHT CHART FOR 


DOOR MATERIAL 


2x3 


1 .35 per lin. ft. 


2x4 


1 .54 per lin. ft. 


2x6 


1.84 per lin. ft. 


|l 1 x 6 


.98 per lin. ft. 


3 / 4 facing 


2 lbs. per sq. ft. door face 


V 4 plywood 


0.79 lbs. per sq. ft. 


3 /s plywood 


. 1 .1 25 lbs. per sq. ft. 


y 2 plywood 


1 .525 lbs. per sq. ft. 


£ 26 Ga. corrugated steel galv. . 


.980 lbs. per sq. ft. 


.025 corrugated aluminum .... 


.396 lbs. per sq. ft. 


A very simple method is to use 


an ordinary bathroom scale. 


1 For a heavy door, two scales 


may be used and then add 1 


the weights shown. 





Actual working model 
1 03-A Center Lock. 

Display furnished free for 
the price of mounted lock 
with initial order of five 
assorted locks. 

This attractive display was 
built very close to the 
scale of full size TAVART 
door and hardware, and 
has the same operation. 

Will do an excellent job 
of selling job. Furnished 
free with an order of six 
sets of hardware. 



of ► 




MODEL OPENS 
WITH A SIMPLE TURN 
OF THE WRIST 



CENTER LOCK DISPLAY 



the TAVART 



COMPANY • P. O. BOX 42, PARAMOUNT, CALIF. 



15a Po9e8 

7a 




GENERAL INFORMATION 



How to order springs 

How to figure weight 

TAVART Sales Aids to the dealers, 

jobbers. 



LENGTH 

OVER 

COILS 



O. D. 1 



TTfirnmn^^ 



A A 






GAUGE 


7 


5 


1 


* 1 A 


000 






4 


2 


SALES AIDS A! 



RESIDENTIAL GARAGE DOOR SPRING 

When ordering springs it is important to know the correct method, in order to 
get what you want. Order by outside dimension and length over coils, when 
spring is retracted, or off door. See diagram AA. For springs other than those 
listed, describe as above. When in doubt of right spring to order, specify the 

springs may be 



Digitized by 




TA 

SPRIN< 



: //archive. 




IN TF RN ATION A 



ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 



BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 



DESCRIPTION 

7 x 2" wood frame, 
vith Model 490 and 

ed aluminum siding^ 
490 and 420. Max* 

ne siding. Also used 
ng. These should be 
id 36" springs, used 

For Model 521 Track 

i" siding. Specify if 



• MATERIAL 

>er lin. ft. 

>er lin. ft. 
ter lin. ft. 
ter lin. ft. 

per sq. ft. door face 
bs. per sq. ft. 
lbs. per sq. ft. 
lbs. per sq. ft. 
lbs. per sq. ft. 
lbs. per sq. ft. 
nary bathroom scale, 
i used and then add 



TAVART DOOR MODEL 



From the collection of: 



Mike Jackson, FAIA 



4 This attractive display was 
built very close to the 
scale of full size TAVART 
door and hardware, and 
has the same operation. 
Will do an excellent job 
of selling job. Furnished 
free with an order of six 
sets of hardware. 





MODEL OPENS 
WITH A SIMPLE TURN 
OF THE WRIST 



CENTER LOCK DISPLAY 



the T A V/ A R T 



COMPANY • p * O. BOX 42, PARAMOUNT, CALIF. 




